TROZ®TECHNIK

The art of handling air

UGRADBENI OKVIR

ZA BRZU | JEDNOSTAVNU UGRADNJU NEPOVRATNIH
ZAKLOPKI | ZAKLOPKI ZA TLACNO RASTERECENJE

Ugradbeni okvir za brzu i preciznu ugradnju nepovratnih zaklopki i
zaklopki za tla¢no rasterecenje. Ugradbeni okviri sa zidnim sidrenim
vijcima mortom se ugraduju u zidni otvor jer su zaklopke pri¢vrs¢ene na
okvirima

e Kutni profili izradeni su od pocin¢anog celi¢nog lima

e Varijanta od pocin¢anog Celika sa zidnim sidrenim vijcima

e |zvedba od nehrdajudeg celika sa zavarenim zidnim sidrenim
vijcima

Primjena

Primjena

e Za ugradnju nepovratnih zaklopki i zaklopki za tlacno rastereéenje u zidove i stropne ploce
e Pojednostavljena ugradnja
e Ugradbeni okvir omogucuje brzu, jednostavnu i preciznu ugradnju nepovratnih zaklopki i zaklopki za tlacno rasterecenje

Opis

Dijelovi i svojstva

Ugradbeni okvir sastoji se od kutnih profila
Navojni svornjaci ili vijci sa Sesterokutnom glavom
Podloske

Sesterokutne matice

Zidni sidreni vijci

Materijali i povrsine
UL-1, UL-2

e Ugradbeni okvir izraden od pocin¢anog celika (kutni profil 35 x 35 x 3 mm)
e Zavareni zidni sidreni vijci s integriranim maticama, vijci i podloske izradeni od pocin¢anog Celika

KUL, ARK, ARK2

e Ugradbeni okvir izraden od pocinc¢anog celika (kutni profil 35 x 35 x 3 mm)
e Zidni sidreni vijci, navojni svornjaci, vijci, matice i podloske izradeni od pocincanog celika
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ARK-A2, ARK2-A2

e Ugradbeni okvir izraden od nehrdajuceg celika, materijal br. 1.4301
e Zavareni zidni sidreni vijci, navojni svornjaci, matice i podloSke izradeni od nehrdajuceg celika, materijal br. 1.4301

TEHNICKI PODACI

Installation subframe made of galvanised
steel for non-return dampers and pressure-
relief dampers

/

(1) Threaded stud

(2 Washer

(3 Hexagon nut

@ Fixing tab

(5) Hexagon head screw
(®) Installation subframe

Installation subframe for non-return dampers and pressure-relief dampers
Description Type
steel UL, KUL, ARK, ARK2
Stainless steel ARK-A2, ARK2-A2
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