BS

VRATA S REVIZIJSKIM OTVOROM ZA FILTARSKE
KOMORE, JEDINICE ZA DISTRIBUCIJU ZRAKA ILIDRUGA
ZASTITNA OGRADIVANJA SA STROJEVIMA ILI
ELEKTRICNOM OPREMOM

Robusna jednokrilna vrata s revizijskim otvorom osiguravaju samo minimalno
propustanje, ¢ak i u sluc¢aju velikih razlika tlaka

Maksimalna $irina 800 mm, maksimalna visina 800 mm

Maksimalno tlaéno optereéenje 2.000 Pa, u smjeru zatvaranja

Propustanje zraka otprilike 1,1 I/sili 4 m3h pri tlaku od 2.000 Pa

Vratno krilo s dvostrukom stjenkom izradeno od pocinéanog ¢eliénog lima i

punjenja od mineralne vune

Okvir vrata izraden od kutnih profila

e Zapornim uredajem s dvostrukom polugom moguce je rukovati s obje
strane

e APT gumena brtva, postojana na temperaturama do 90 °C

e Dostupna u standardnim veli¢inama i viSe meduveli¢ina

Opcijska oprema i pribor
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e Cilindri¢na zasunska brava, utiéna zasunska brava, revizijski otvor i
odvojiva vanjska zaporna poluga
e Zavr$no obradena praskastim slojem za vanjsku ugradnju

Primjena v

Primjena

e Vrata s revizijskim otvorom s niskom stopom propustanja tipa BS koriste se kao razdvojni elementi za ventilacijske centrale, skladista, jedinice za distribuciju zraka,
filtarske komore ili za zastitno ogradivanje strojeva ili elektricne opreme.

e Robusna konstrukcija s vrlo niskom stopom propustanja, ¢ak i u slu€aju velikih razlika tlaka

lzvedba sa zavr§nom obradom praskastim slojem uz poveéanu postojanost na koroziju

e Maksimalni tlak na strani otvaranja je 2.000 Pa

Posebna obiljezja

e U-vrijednost: 1,02 W/(m2K) na 8 W/(m2K) za unutarnje prostore (zrak se ne krec¢e) i 25 W/(m2K) za vanjsko podruéje (zrak se krece)
e Opcijski okvir vrata bez zidnih sidrenih vijaka (-21), ali s prirubni¢kim provrtima

Opis v

Varijante

e D:desno otvaranje
e L:lijevo otvaranje

Dijelovi i svojstva

Vrata s obodnom brtvom

Zaporni uredaji s dvostrukom polugom
Apsorpcijski materijal

Sarke

Okvir

Prikljucci

e Brave, revizijski otvor, prednja zaporna poluga: za pobolj$anje i proSirenje moguénosti primjene

Znacajke izvedbe

Vratno krilo s dvostrukom stienkom; debljina stienke 1 mm i 1,25 mm (strana otvaranje)

Elementi za ojac¢anje na razini zapornih uredaja s dvostrukom polugom

Zapornim uredajem s dvostrukom polugom moguce je rukovati s obje strane

Brtva je postojana na temperaturama do 90 °C

Maksimalno tlaéno optereéenje 2.000 Pa, u smjeru zatvaranja; propustanje zraka 1,1 I/sili 4 m3h

Materijali i povrsine

Vratno krilo i elementi za oja¢anje izradeni od pocinéanog ¢eli¢nog lima
Apsorpcijski materijal je mineralna vuna

Okvir vrata izraden od pocin¢anog ¢elika

Zaporni uredaji s dvostrukom polugom izradeni od aluminijskog tla¢nog lijeva
APT gumena brtva

P1:zavr$na obrada praskastim slojem, boja RAL CLASSIC

PS: zavr$na obrada praskastim slojem, boja NCS ili DB

Mineralna vuna

e U skladu s normom DIN 4102, klasa gradevinskih materijala A2, negorivi
e RAL oznaka kvalitete RAL-GZ 388



e Biorazgradiva sukladno njemackom TRGS 905 (Tehnicki propisi za rukovanje opasnim tvarima) i EU Direktivi 97/69/EZ

e Inertna na rast gljivica i bakterija

TEHNICKI PODACI

Schematic illustration of BS
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(1) Door (@) Seal
(2) Frame (5) Double lever locking device
(3 Absorption material
Nominal sizes 300 x 300 - 800 x BOO mm
p the opening side 2000 Pal
ghted sound index 43-46 dB
BS
BS-R / 500x500 / Z03 / P1-RAL ...
[ Type [E] Surface
BS  Low-leakage inspection access door Mo entry: standard construction
. P1  Powder-coated,
[2 Construction RAL CLASSIC colour
R Right PS  Powder-coated, NCS or DB colour
L Left
Gloss level:
[3] Nominal size [mm] RAL 9010 50 %
BxH RAL 9006 30 %

[4] Attachments

No entry: none
Z01-203
Z05

All othar RAL colours 70 %
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