TRO ®TECHNIK

The art of handling air

ICB U BROJKAMA

Gradevinska povrsina: 869 m2

Dimenzije: 14,3 m x 60,8 m

Visina zgrade: 11,62 m

Kapacitet: 10.102 m

PovrSina pozarnog laboratorija: 654 m?

Ukupna korisna povrsina tehnic€kih, izloZbenih i u€ionickih prostorija: 1.074 m?2
Dimnjak: visina 16 m, promjer 1,60 m

ISTRAZIVANJA ZA POBOLJSANU SIGURNOST

Srce Medunarodnog centra za zastitu od pozara je pe¢ dimenzija 4 x 5 x 5 metara koja je
dovoljno velika za ispitivanje ¢ak i najvecih tunelskih zaklopki koje se koriste za odvodenje
dima iz tunela ili iz podzemne Zeljeznice ili Zeljeznickih kolodvora.

U najsuvremenijem laboratoriju za zastitu od pozara u Europi TROX obavlja poZarna ispitivanja
prvenstveno za pozarnu klasifikaciju gradevinskih proizvoda za ventilaciju i klimatizaciju u
skladu s nacionalnim i medunarodnim normama.

Nadalje, mogu se provoditi znanstveni eksperimenti za prou€avanje specificnih problema
zastite od pozara izvan zahtjeva normi. Tehni¢ka oprema u centru za zastitu od pozara
prikladna je i za stru€na ispitivanja i izvjesc¢a.


https://www.trox.hr/
https://www.trox.hr/
https://www.trox.hr/tvrtka-ff1251b27ffd87af
https://www.trox.hr/tvrtka/stru%25C4%258Dnost-i-odgovornost-ed42627ae239d781
https://www.trox.hr/stru%25C4%258Dnost-i-odgovornost/research-and-development-8ab00149fcaf9e05
https://www.trox.hr/research-and-development/fire-and-smoke-protection-d72acab112019361
https://www.trox.hr/fire-and-smoke-protection/the-icb-in-figures-08e3f45af7db793a
file:///
https://www.trox.hr/contact-812ff87d0a4a34cc
https://www.trox.hr/side-services/utisak-8e410645e95875e6
https://www.trox.hr/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-42eb06ee95c726eb
https://www.trox.hr/side-services/na%25C5%25A1a-politika-privatnosti-e31deb3623495e07
https://www.trox.hr/side-services/izjava-o-ograni%25C4%258Denju-odgovornosti-09aabd3a15bdcebe

	ICB U BROJKAMA
	ISTRAŽIVANJA ZA POBOLJŠANU SIGURNOST


