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Conforme a VDI 6022

MFI

KOMPAKTNA IZVEDBA ZA VELIKE VOLUMNE PROTOKE

Predfiltri ili zavr$ni filtri za odvajanje fine prasine ili filtri estica za najvise
zahtjeve u ventilacijskim sustavima

Razredi filtra: M5, M6, F7, F9, E10, E11, H13, H14

Podaci o u¢inku u skladu s normom EN 779 ili EN 1822

Certifikat Eurovent za filtre fine prasine

Ispunjavaju higijenske zahtjeve norme VDI 6022

NajviSa energetska ucinkovitost u skladu s dokumentom Eurovent 4/11

Filtarski mediji za posebne zahtjeve, papiri od staklenih viakana s

odstojnicima od vruce taljivih ljepila ili tekstilnih niti

e Niska pocetna razlika tlaka zahvaljujuéi idealnom polozaju nabora i
najve¢em mogucéem podrudju filtracije

e |zvedba kompaktne dubine

e Postavljanje u standardne ¢elijske okvire za filtarske zidove (tip SIF), u

montazne okvire (tip MF) ili u univerzalna kucista (tip UCA) za ugradnju u

kanale
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Primjena v

Primjena
e Ulozak filtra s malim naborima tipa MFI za odvajanje fine prasine i lebdecih Cestica, kao $to su aerosoli, toksiéne prasine, virusi i bakterije iz dovodnog i otpadnog
zraka u ventilacijskim sustavima s velikim volumnim protocima i zahtjevom za dugim vijekom trajanja filtra
e Filtar fine prasine: predfiltar ili zavr$ni filtar za odvajanje fine prasine u ventilacijskim sustavima.
e Filtar Cestica: glavni ili zavrsni filtar koji se koristi za najviSe zahtjeve za Cistoc¢u zraka i sterilnost u sektorima kao $to su industrija, istraZivanje, medicina, farmacija i
nuklearna tehnologija

Posebna obiljezja

e Ispitivanje propustanja je standardno za sve filtre ¢estica razreda H13, H14

Opis v

Razredi filtra:

e Filtri fine prasine: M5, M6, F7, F9
e Filtri cestica: E10, E11,H13, H14

lzvedba

e PLA: okvir izraden od plastike
e SPC Okvir izraden od pocin¢anog ¢elika, zavr§no obraden praskastim slojem RAL 9010, ¢isto bijela

Opcije

e Broj filtarskih paketa

e FNU: plosnata profilna brtva na strani uzlaznog strujanja

e FND: plosnata profilna brtva na strani silaznog strujanja

e QOT:tests uljnom maglom (samo za razrede filtra H13, H14)

e QOTC:test s uljnom maglom sa certifikatom (samo za razrede filtra H13, H14)

Korisni dodaci

o Filtarski zid (SIF)
e Montazni okvir (MF)
e Univerzalno kuciste (UCA)

Znacajke izvedbe

e [zvedbe PLA i SPC koje se koriste kao filtri fine prasine standardno nemaju brtve.
e |zvedba PLA i SPC s opcijskom plosnatom profilnom brtvom
e |zvedba SPC kao filtar ¢estica s plosnatom profilnom brtvom. Razredi filtra E11, H13 i H14 sa zastithom reSetkom na strani silaznog strujanja

Materijali i povrsine

e Filtarski mediji od visokokvalitetnih papira od staklenih vlakana postojanih na vlagu, izvedba u naborima
e (Qdstojnici omogucuju ravnomjerno odstojanje nabora

e Smjesa za zalijevanje od trajno elasti¢cnog dvokomponentnog poliuretanskog ljepila

e Okvir izraden od plastike (opcija) ili od pocinéanog ¢eli€nog lima, zavr§no obraden praskastim slojem RAL 9010, ¢isto bijela

TEHNICKI PODACI



Filter class according to EN 779 M5 Mé& F7 F9
Average to EN 779 60 % 65 %! 85 % =05 %
Initial differential pressure at nominal volume flow rate 80 Pa 90 Pal 110 Pa 140 Pa/
Recommended final differential pressure 450 Pa 450 Pa 450 Pa 450 Paj
P P 80 °C! 80 °C 80°C 80°C
relative 100 %) 100 %| 100 % 100 %|

[ Filter class according to EN 1822 E10 El1 Hi3 H14
Efficiency to EN 1822 =85 % =05%| =>09.95%| =89.885%
Initial differential pressure at nominal volume flow rate 160 Pa/ 160 Pa 265 Pa 300 Pal
final pr 450 Pa; 450 Pa 600 Pa; 600 Pa|
i B0°C 80 °C| 80°C 80 °C|
relative humidity 100 % 100 %| 100 % 100 %|

MFI
MFI-H13-SPC / 592x592x292 x 8 /f PD / FND / OT
Gl @ b m ®
[i Type [E] Number of filter packs
MFI  Mini Pleat filter insert 6
[2] Filter class 8
M5  Fine dust fitter according to EN 779 [6] Protection grid
M6  Fine dust filter according to EN 779 No entry: none
F7  Fine dust filter according to EN 779 PD  Protection grid on the downstream side
F9 Fine dust filer according to EN 779 (only for fiter classes E11, H13 and H14)
E10 Particulate filter according fo EN 1822
E11  Particulate filter according fo EN 1822 [ZSeal
H13  Particulate filter according to EN 1822 No entry: none _
H14  Particulate filter according to EN 1822 FNU  Flat section seal on the upstream side
FND Flat section seal on the downstream side
[3] Construction
PLA Frame made of plastic [E]Testing
SPC  Frame made of galvanised steel, No entry: no leakage test
OT  Oil mist test

powder-coated RAL 9010, pure white

[@] Nominal size [mm]
BxHxT

(only for fitter classes H13, H14)
OTC  Oil mist test with certificate
(only for filtter classes H13, H14)
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