TROZ®TECHNIK

The art of handling air
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Jmimin

ACFI

ZA ODVAJANJE PLINOVITIH MIRISNIH TVARI |
KONTAMINANATA

Za poboljsanje kvalitete zraka u prostorijama, u uredima, hotelima i
zracnim lukama

e Dostupni s razli¢itim vrstama ugljena za razli¢ita podrucja primjene
i razlicite radne uvjete

Dostupni s predfiltrom F7 od netkanih vlakana

Izvedba kompaktne dubine

Razli¢ite izvedbe za razli¢ite primjene

Postavljanje u standardne celijske okvire za filtarske zidove (tip SIF)
Postavljanje u univerzalna kucista (tip UCA) za ugradnju u kanale

Primjena 0

Primjena
e Ulozak filtra tipa ACFI za odvajanje plinovitih mirisnih tvari i kontaminanata i odvajanje ugljikovodika i tragova anorganskih spojeva iz dovodnog i
recirkulacijskog zraka
Posebna obiljezja

e Ulosci filtra na zahtjev se mogu isporuciti s drugim vrstama ugljika za posebne primjene i radne uvjete, npr. za odvajanje spojeva sumpora i klora.

Opis O

Varijante

e PF: s predfiltrom

lzvedba
Ulozak filtra s aktivnim ugljenom:

e PLA: okvir izraden od plastike

Opcije


https://www.trox.hr/
https://www.trox.hr/
https://www.trox.hr/proizvodi-7312eac53aa33608
https://www.trox.hr/proizvodi/filterska-ku%25C4%2587i%25C5%25A1ta-i-filterski-mediji-41bda398e33549e4
https://www.trox.hr/filterska-ku%25C4%2587i%25C5%25A1ta-i-filterski-mediji/filtri-s-aktivnim-ugljenom-1b0e8bdc8980dbb9
https://www.trox.hr/filtri-s-aktivnim-ugljenom/filter-inserts-2bea85406aa99969
https://www.trox.hr/filter-inserts/acfi-8de5fad288656149

e FNU: plosnata profilna brtva na strani uzlaznog strujanja
e FND: plosnata profilna brtva na strani silaznog strujanja

Korisni dodaci

e Filtarski zid (SIF)
e Univerzalno kudiste (UCA)

Znacajke izvedbe

e |zvedba PLA standardno nema brtvu
o Neke izvedbe opremljene su opcijskom plosnatom profilnom brtvom na strani silaznog ili uzlaznog strujanja

Materijali i povrsine

e Granulirani aktivni ugljen s nosivim slojem od netkanih sintetic¢kih vlakana
e Plasti¢ni okvir

TEHNICKI PODACI

Value

Differential pressure at nominal volume flow rate &5 Pa
without prefilter
Differential pressure at nominal volume flow rate 100 Pa
with prefilter
Maximum i 30°C
| relative 60%
ACFI

ACFl - PF-PLA [ 592 x 592 x 292 / FNU
[i Type [@] Nominal size [mm]
ACFI Activated carbon filter insert BxHxT
Variant [5] Seal

Mo entry: no prefitter No entry: none

PF  With prefilter F7 according to EN 779 FNU  Flat section seal on the upstream side

FND Flat section seal on the downstream side
[3] Construction
PLA Frame made of plastic
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https://www.trox.hr/contact-812ff87d0a4a34cc
https://www.trox.hr/side-services/utisak-8e410645e95875e6
https://www.trox.hr/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-42eb06ee95c726eb
https://www.trox.hr/side-services/na%25C5%25A1a-politika-privatnosti-e31deb3623495e07
https://www.trox.hr/side-services/izjava-o-ograni%25C4%258Denju-odgovornosti-09aabd3a15bdcebe
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