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DID632

AKTIVNA RASHLADNA GREDA S DVOSMJERNIM
ISTRUJAVANJEM ZRAKA | VODORAVNIM
IZMJENJIVACEM TOPLINE, PRIKLADNA ZA SPUSTENE
STROPOVE S NOSIVOM RESETKASTOM
KONSTRUKCIJOM VELICINE 600 ILI 625

Aktivna rashladna greda za grijanje i hladenje, s 2-cijevnim ili 4-cijevnim
izmjenjivacem topline, za integraciju u razli¢ite stropne sustave

e Prvenstveno za visine prostorija do 4,20 m

e Visok kapacitet grijanja i hladenja s niskim kondicioniranim primarnim
volumnim protokom zraka i niskom razinom zvuéne snage

e Varijante s Cetirima sapnicama za optimiranje indukcije prema potrebi

e Otklopiva, odvojiva indukcijska ventilacijska reSetka u ¢etirima opcijama
dizajna

Opcijska oprema i pribor
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Regulacijski paket

Dostupna i kao kombinacija dovodnoga i otpadnoga zraka

Podesive regulacijske lopatice za zrak za regulaciju strujanja zraka
Izmjenjivac topline zavr§no obraden praskastim slojem u crnoj boji
Zavrs$na obrada praskastim slojem u viSe razli¢itih boja, npr. RAL CLASSIC
iliNCS

Primjena

Primjena

Aktivne rashladne grede tipa DID632 za integraciju u razli¢ite stropne sustave, prvenstveno za visine prostorija do 4,20 m

Posebno prikladne za spustene stropove s nosivom reSetkastom konstrukcijom veli¢ine 600 ili 625

2-cijevni i 4-cijevni izmjenjivaci topline omogucuju dobre razine komfora s nisko kondicioniranim primarnim volumnim protokom zraka
Energetski u€inkovito rieSenje jer se kao medij za grijanje i hladenje koristi voda

Podesive regulacijske lopatice za zrak (opcija) omogucuju ruéno pode$avanje smjera istrujavanja zraka

Posebna obiljezja

Podesive regulacijske lopatice za zrak za regulaciju strujanja zraka

Otklopiva, odvojiva indukcijska ventilacijska resetka u Cetirima opcijama dizajna

Vodoravni izmjenjiva¢ topline kao 2-cijevni ili 4-cijevni sustav

Prikljucci za vodu sa ¢eone strane, bakrena cijev @ 12 , glatkih krajeva ili s vanjskim navojem G'2" i plosnatom brtvom
Interna plo¢a sa sapnicama s utisnutim sapnicama (negoriva)

Opis

Varijante

DID632-LR: s indukcijskom ventilacijskom reSetkom — perforirani metalni lim, okrugli provrti
DID632-LQ: s indukcijskom ventilacijskom reSetkom — perforirani metalni lim, Cetvrtasti provrti
DID632-GL: s indukcijskom ventilacijskom reSetkom — uzduzne lopatice

DID632-GQ: s indukcijskom ventilacijskom reSetkom — poprecne lopatice

lzvedba
e Zavr$na obrada praskastim slojem RAL 9010, ¢isto bijela, razina sjaja 50 %

e P1:zavr$na obrada praskastim slojem u bilo kojoj drugoj RAL boji, razina sjaja 70 %
e P1:zavréna obrada praskastim slojem RAL 90086, bijeli aluminij, razina sjaja 30 %

Prikljuéci

e Kuciste za otpadni zrak (priklju¢ak 45°) za kombinaciju dovodnoga i otpadnoga zraka
e Podesive regulacijske lopatice za zrak

Korisni dodaci

e Priklju¢na crijeva
e Regulacijska oprema koja se sastoji od upravljacke plo¢e uklju€ujuci regulator s integriranim senzorom sobne temperature, ventila i pogona ventila te povratnih
vijéanih spojeva.

Znacajke izvedbe
Okrugli priklju¢ak prikladan za okrugle kanale u skladu s normom EN 1506 ili EN 13180
Cetiri to¢ke ovjeSenja za ugradnju na licu mjesta (osigurava kupac)

Varijante s ¢etirima sapnicama za optimiranje indukcije prema potrebi

L]
L]
L]
e Integrirani okrugli priklju¢ak za otpadni zrak (opcija)

Materijali i povrsine

e Kuciste, prednji okvir, plo¢a sa sapnicama i perforirana indukcijska ventilacijska reSetka (LR/LQ) izradeni od pocin¢anog ¢eli¢nog lima



Lopatice indukcijske ventilacijske resetke (GL/GQ) izradene od aluminijskih profila

Izmjenjivac topline s bakrenim cijevima i aluminijskim rebrima

IzloZene povrsine zavr$no obradene praskastim slojem u ¢isto bijeloj boji (RAL 9010) ili drugoj RAL boji
Izmjenjivac topline isto u crnoj boji (RAL 9005)

Okrugli priklju¢ak za otpadni zrak izraden od pocinganog ¢eli¢nog lima

Regulacijske lopatice za zrak izradene od polipropilena, UL 94, vatrootporne (VO0)

TEHNICKI PODACI

Schematic illustration of DID&32

(1) Suspension points ® Frontframe
(@) Primary air spigot (& Heat exchanger
(@ Casing @ Nozzles

@ Water connections

Nominal length 900, 1200, 1500, 1800, 2100, 2400, 2700, 3000 mm
|Length 8933000 mm
Height 210 mm
\Width 583, 588, 618, 823 mm
Primary air spigot, diameter 1231158 mm
Primary air volume flow rate 6-85/s, 22 - 306 m*/h
[Cooling capacity Up 10:2450W
Heating capacity Up to 2870 W
Max. of pressure, water side & bar
Max. operating temp 75°C




Quick sizing

Primary air @ @ Caoling mode Heating mode
. 2-pipe and d-pipe systems 4-pipe system
Bo| @ @ S| e o [ Gwe | B | By GweOu B
s ™ Pa dB(A) K kPa w kPa
E 22| 67| <20 411 38 26 24 495 85 02
z £ az| 51 <20 573 484 £ 24 873 18 02
12 43 268 2 530 545, 43 24 796, 125 02
E 32| 68 20| 459 350, 27 24 §12| 88 02
n 13 47] 135, <20 628 472 a7 24 583 17 02
e 18 65| 260) 28 785 568 4.4 24 818, 141 02
18 58| 58| <20 500 397 EX 24 577 99 02
@ 24 8| 128 29/ 815 525| 41 24 759 181 02
49 24 297 154 02
38 24 02| 121 02
u 41 24 784 181 02
45| 2.4 s29| 143 02
34 ES 28| 10.8| 0.3
z 48 ES 839) 14.4] 03
53 X 970 187 03
35| 3l 848 11,2 03
L 46 31 841 14.5) 03
55| 31| 1008 17.8 03
1200 39 31 ﬁ 123 03
a 51 a1 839 16.2 0.3
6.0 31| 1083 186 03
45 kA 830| 143 03
u 49 a1 803 154 03
52 a1 945 16.3) 0.4
@ ar 748 128 0a
z 54 a7 0686| 17.0| 04
8.2 a7 1128 19.4 03
a2 a7 772 133 03
L] 20| 52 3.7 853 164 0a
1500 30| 108, 243| 36| 187 825 6.4 a7 1168 201 0.3
0| 108 7 W 1014 652 5.1 ar 83t 181 03
L} 38 137] 114| | 1209 751 59| 37| 1068] 18,4 03
44 158| 153| 40| 1338 807 63 37 1144 19.7) 03
42| 151 49| | 11es 859 52 a7 043, 162 03
u 48| 168| 59| a0 1248, 801 54 57 086, 170 03
50| 180 70| 42| 1321 718 58 £ 1024 17.6) 03
" Maximum 5 % reduction of water-side capacity has 1o be considerad if the air control blades have been
adjustod by up to 45°,
@) Nozzle variant @) Pressura drop @ Air-regenersted roise
Reference values Parameter Cooling Heating |
[tn 26°C  [22°C
[ter 16°C  |22°C (isothermal)|
[t 16°C  [50°C
Vie (L 900 - 1800 mm) |1101h |501m |
Vig (Ly from 2100 mm) 2001|130 h

For velume flow rates, prassure diop, and sound power
ewvats far the opticnal sxiract air spigot pleass refer o
the Easy Product Finder design programmae.



DIDB32

DID632-LR-2-M-LL-AV-A1/ 1800 x 1500 x 593 / PI-RAL.../ G3 / LE / VS

M BEEOE B O

mow moE s

[l Type
DIDB32 Active chilled beam

Induced air grille

GL  Longitudinal blades

GQ  Transverse blades

LR  Perforated metal, circular holes
L@  Perforated metal, square holes

[3] Heat exchanger

2 2-pipe

4 4-pipe

[2] Nozzle variant

F4 Small plus

M Medium

G Large

u Extra large

[5] Arrangement of casings and connections

LL (also available as supply and extract air
combination)

LR

ML

MR

RL

RR (also available as supply and exiract air
combination)

Note
L = left side, R = right side, M = centre

[6] Extract air spigot
No entry: none

AV Front

AH  Rear

Available from L =Ly, + 250 mm

Water connections
No entry: @12 mm pipe with plain tails
Al With G'2" external thread and flat seal

[8] Total length (diffuser face) x nominal size
[mm]
Lxly
Supply air
893 - 1500 x 900
1193 - 1800 x 1200
1493 - 2100 x 1500
1793 - 2400 x 1800
2093 - 2700 x 2100
2393 - 3000 x 2400
2693 - 3000 x 2700
2993 - 3000 x 3000
L isupto 7 mm shorterthan L,

Supply and extract air combination

1150 - 1500 x 900

1450 - 1800 x 1200
1750 - 2100 x 1500
2050 - 2400 x 1800
2350 - 2700 x 2100
2650 - 3000 x 2400
2950 - 3000 x 2700

[8] Width of front frame [mm]
B
593
598
618
623
Exposed surface
Mo entry: powder-coated RAL 9010, pure
white
P1 Powder-coated, specify RAL CLASSIC
colour
Gloss level:
RAL 901050 %
RAL 9006 30 %

All other RAL colours 70 %

[ Surface of heat exchanger
Mo entry: untreated
G3  RAL 9005, black

Air control blades
Mo entry: none
LE  With

[i@ Valves and actuators
Mo entry: none
VS With
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