TROZ®TECHNIK

The art of handling air

WT

ZA DOGRIJAVANJE STRUJANJA ZRAKA U PRAVOKUTNIM
KANALIMA

Pravokutni izmjenjivac topline vode za dogrijavanje strujanja zraka,
prikladan za VAV regulatore tipa TVR, TZ-Silenzio, TVJ ili TVT i mehanicki
samopogonjene CAV regulatore tipa EN

Za toplu vodu do 100 °C

Vodoravni priklju¢ak vode

Bakrene cijevi poredane u dva reda, s aluminijskim rebrima
Maksimalni radni tlak na strani vode je 16 bar

Propustanje zraka u kucistu u skladu je s normom EN 15727,
klasa D

Primjena

Primjena
e |zmjenjivac topline vode tipa WT za dogrijavanje strujanja zraka u pravokutnim kanalima

e Za VAV regulatore TZ-Silenzio, TVZ, TV] i TVT i CAV regulatore EN
e Za toplu vodu do 100 °C

Opis

Dijelovi i svojstva

e |zmjenjivac topline spreman za ugradnju
e Bakrene cijevi poredane u dva reda

Znacajke izvedbe

Pravokutno kuciste

Prirubnice na oba kraja za spajanje na kanal
Maksimalni radni tlak na strani vode je 16 bar
Vodoravni priklju¢ak vode

Ravni krajevi bakrene cijevi za priklju¢ak vode

Materijali i povrsine

e Kuciste izradeno od pocin¢anog celi¢nog lima
e Bakrene cijevi
e Aluminijska rebra
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TEHNICKI PODACI

Nominal sizes for TZ-Silenzio and TVZ 125-400 mm
Nominal sizes for TWJ, TVT and EN 200 x 100 to 1000 x 1000 mm
Volume flow rate range 15-6000 I's
Volume flow rate range 55 - 21600 m*h
Thermal capacity 0.4~ 117 KW
Maximum hot water 100°C
Maximum water-side operating pressure 16 bars
Water-side differential pressure 0.1-25kPa
Static differential pressure 25-170Pa
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WT for TZ-Silenzio and TVZ
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(1) Type
wT
units TZ-Silenzio and TVZ

WT for TWJ, TVT and EN

Hot water heat exchanger for VAV terminal

[2] Nominal size
125

WT / 400x200
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[ Type
WT

Hot water heat exchanger for CAV

[2] Nominal size [mm]
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controllers EN and for VAV terminal units

TVWJ and TVT
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