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The art of handling air
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ZL

ZA VISOKE KONCENTRACIJE PRASINE ILI KAO
PREDFILTAR ZA FILTRE FINIH CESTICA

Z-line filtri za odvajanje grube i fine prasine koriste se kao prva faza u
ventilacijskim jedinicama i jedinicama za distribuciju zraka ili kao
predfiltri za faze filtracije visoke kvalitete

Razredi filtara G4 (filtar grubih cestica), M5 (filtar finih Cestica)
Veliko podrucje filtracije zahvaljujudi slaganju

Niske razlike tlaka pri visokim volumnim protocima

Okvir postojan na vlagu izraden od netkanih viakana ili plastike
Ispitano u skladu s normom EN 779

Primjena

Primjena

e Z-line filtar tipa ZL za odvajanje grube i fine prasine u ventilacijskim sustavima
e Filtar grube prasine: predfiltar u ventilacijskim sustavima
e Filtar fine prasine: predfiltar ili zavrsni filtar u ventilacijskim sustavima

Posebna obiljezja

e Visoka sposobnost zadrzavanja prasine pri niskoj pocetnoj razlici tlaka
e Dug vijek trajanja filtra

e Brzo postavljanje i uklanjanje

e Neznatna masa i mali transportni volumen

e Jednostavno i sigurno zbrinjavanje u postojenjima za spaljivanje komunalnog otpada jer su emisije Stetnih tvari niske

Opis



https://www.trox.hr/
https://www.trox.hr/
https://www.trox.hr/proizvodi-7312eac53aa33608
https://www.trox.hr/proizvodi/filterska-ku%25C4%2587i%25C5%25A1ta-i-filterski-mediji-41bda398e33549e4
https://www.trox.hr/filterska-ku%25C4%2587i%25C5%25A1ta-i-filterski-mediji/filtarski-mediji-a8046112c8018aea
https://www.trox.hr/filtarski-mediji/z-line-filters-8f6a8d9bc2d32269
https://www.trox.hr/z-line-filters/zl-278fb56295028193

Razredi filtra:
e Filtri grube prasine G4
e Filtri fine prasine M5
Izvedba

o NWO: okvir izraden od netkanih vlakana
e PLA: okvir izraden od plastike

Korisni dodaci

e Standardni celijski okvir (SCF-B)

Znacajke izvedbe
e Filtarski mediji u naborima

e Stabilni filtarski okvir postojan na vlagu
e Dostupni u razli¢itim razredima filtara i veli¢cinama, ukljucujuci komercijalne dubine i poprecne presjeke ugradnje

Materijali i povrsine

e Filtarski mediji izradeni od sintetickih vliakana
e Okvir izraden od netkanih vlakana ili plastike

TEHNICKI PODACI

Filter class according to EN 779 G4 ms
Average arrestance according to EN 779 91 % >98 %
Average efficiency according to EN 779 30 %, 45 %)
Nominal face velocity 2.5mis 25mis

Initial differential pressure at nominal volume flow

rate for T = 46 mm =l i
Initial differential pressure at nominal volume flow
rate for T = 96 mm 35Pa 70Pa
Maxi 80°C 80°C
|llll|mum relative humidity 100 % 100 %
ZL

ZL - G4 - PLA / 595 x 595 x 48
[1] Type (3] Construction
ZL  Z-inefilter NWO Frame made of non-woven fibres

PLA  Frame made of plastic

[Z] Filter class
G4  Coarse dust filter according to EN 779 [@] Nominal size [mm]

M5  Fine dust filter according to EN 779 BxHx=T
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https://www.trox.hr/side-services/utisak-8e410645e95875e6
https://www.trox.hr/side-services/general-terms-and-conditions-of-supply-and-payment-trox-austria-gmbh-42eb06ee95c726eb
https://www.trox.hr/side-services/na%25C5%25A1a-politika-privatnosti-e31deb3623495e07
https://www.trox.hr/side-services/izjava-o-ograni%25C4%258Denju-odgovornosti-09aabd3a15bdcebe
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